
 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

・Features 

・Structure 

 

Double Impeller Pump 

New Discharge 

Mechanism for Bowl 

Malti-Monitor 

Cyclone-Shot for Sludge 

Discharge Mechanism 

for Bowl 

Reliable Gear Driven  

2 poles High Speed E. Motor  

Attached Gear Pump 
Manifold Water Valve Unit 

MITSUBISHI SELFJECTOR SJ 08  
NEW PRODUCT 
 

New Small Type Purifier for Fuel & Lub. Oil 

for Small ships 

新型油清浄機をラインアップ！ 

  Compact design realizes “Saving  Eenergy & Space”. 

  Higher rotating speed of bowl achieves higher separation performance. 

  Built-in Impeller Pump 

  Purification up to density of 0.991kg/m3 at 15℃ 

 



 

  
 

 

 

 
 

 

                

 

 

 

 
 

・Capacity Range 

E. Motor (kw)  3.0 kW  

Main Body Weight 

(kg) 

120 kg 

Pump Capacity 

 

960L/H（60Hz） 

800L/H（50Hz） ・Flow Sheet 

・Dimensions  

 

Connection 

A Dirty oil inlet 20A 

B Purified oil outlet 20A 

C Water outlet 20A 

D Sludge outlet 50A 

E Water inlet 15A 

F Operating water 

drain 
15A 

G Return 20A 

H Compressed air 

inlte  

RC1/4 

 

Equipment 

1 Oil purifier SJ08 

2 Water valve unit 

3 Feed valve 

4 3-way solenoid valve 

5 Malti-monitor 

 

（Unit: L/H） 

 

Capacity range shows standard for MGO/ MDO, HFO 

(MG700） & Lubricant oil 
＜Note＞ Capacity will be changed due to separation conditions. 

Temperature sensor 
Pressure sensor 


